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ABSTRACT: The study of Cu on ZnO surfaces is a topic of ongoing research due to the im- 6 
portance of Cu as a promoter in the low-temperature synthesis of methanol, the water-gas shift 7 
process, and methanol steam reforming. The role of ZnO in supporting the stabilization of the Cu 8 
atoms and promoting the CO2 hydrogenation reaction is multifaceted and involves a range of 9 
physical and chemical factors. In this work, we used density functional theory (DFT) calculations 10 
to investigate the Cu adsorption on ZnO surfaces on different sites. Bader charge analysis, adsorp- 11 
tion energy, and phonon inelastic neutron scattering (INS) associated with most stable systems 12 
were calculated and compared with previous theoretical and experimental results. We found that 13 
atomic Cu adsorption on hollow site of ZnO(111) is the most stable site and most favorable site for 14 
Cu adsorption comparing to other ZnO surfaces. This is due to the strong metal-oxygen interac- 15 
tion between Cu and the ZnO surface. We concluded that further studies are needed to investigate 16 
the catalytic activity of this catalyst under realistic reaction conditions with realistic models of Cu 17 
supported on ZnO. 18 
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1. Introduction 29 
Cu is a transition ductile metal that shows high thermal and electrical conductivity 30 

with various applications on manufacturing of electrical parts, heat exchangers and 31 
screw machining products [1–6]. On the other hand, ZnO is an inorganic compound 32 
made up of zinc and oxygen atoms that commonly used as a catalyst in CO2 hydrogena- 33 
tion reactions due to its unique properties such as a high surface area, thermal stability 34 
[6-11]. It has a hexagonal crystal structure and is thermally and chemically stable. ZnO is 35 
a conducting oxide that has astonishing chemical and electrical properties with applica- 36 
tions in electronics, pharmaceutical and petrochemical industries [12-18]. It is known 37 
that wurtzite ZnO crystals show four low-index surfaces: (101�0), (112�0), (0001), (0001�), 38 
and the zinc blend ZnO crystal show three low-index surfaces: (100), (110), and (111) [18- 39 
20].  40 

The addition of Cu to the ZnO surface can significantly enhance the catalytic activi- 41 
ty and selectivity for various catalytic applications, including conversion of CO2 to 42 



  
 

 

methanol and other hydrocarbons through catalyst such as Cu/ZnO based catalyst [20- 43 
25]. When Cu is deposited on the ZnO surface, it forms copper-zinc alloy structures or 44 
copper oxide clusters [26-30]. These Cu species act as active sites for the adsorption and 45 
activation of CO2 and hydrogen molecules. Under industrial condition (50–100 bar and 46 
220–300°C), the adsorption of CO2 on the copper species leads to its activation and sub- 47 
sequent hydrogenation to form methanol [15, 16]. In this process, Cu acts as a catalyst to 48 
facilitate the reaction between CO2 and hydrogen (H2) to form methanol (CH3OH). The 49 
Cu-rich molar ratio in Cu-based catalysts can lead to reduced catalytic lifetimes, but the 50 
addition of ZnO enhances the stability of Cu species through the creation of Cu-ZnO in- 51 
terfacial sites. Aluminum oxide (Al2O3) is often used as a support material due to its 52 
high surface area, which helps disperse active Cu sites and adjust the reducibility of 53 
ZnO. It also provides acidic sites where intermediates are stabilized. Despite the excel- 54 
lent performance, of Cu/ZnO/Al2O3 catalysts, they are not perfect and face challenges 55 
such as deactivation due to sintering, and poisoning [31-34]. To address these issues, γ- 56 
Al2O3 was found as a promising replacement for Al2O3 in the support of Cu-based cata- 57 
lysts. The use of γ-Al2O3 help improve the stability and longevity of the catalyst, leading 58 
to better overall performance in methanol synthesis [35-37]. Optimizing the performance 59 
of Cu/ZnO based catalyst hinges on a thorough understanding of the interaction be- 60 
tween Cu and ZnO at the atomic level. While traditional macroscopic techniques pro- 61 
vide valuable information, they lack the resolution to reveal the intricacies of these inter- 62 
actions. Atomistic studies, such as Density Functional Theory (DFT) calculations, offer a 63 
crucial tool to bridge this gap. By simulating interactions between individual Cu and 64 
ZnO atoms, DFT allows us to predict the most favorable adsorption sites for Cu on the 65 
ZnO surface and understand the nature and role of defects and dopants. 66 

  Recent studies found that when Cu deposited onto ZnO surfaces, Cu can undergo 67 
surface reconstructions that create additional active sites for CO2 and H2 binding [17– 68 
19]. For example, Cu(001) surfaces have been found to undergo a surface reconstruction 69 
known as the Cu(001)-ZnO structure, which creates a network of Cu atoms and ZnO 70 
layers that can enhance the activity of the catalyst [18]. In addition, the presence of ZnO 71 
provides a stable support for Cu, preventing its sintering or aggregation during the reac- 72 
tion [20]. Moreover, the electronic properties of ZnO can influence the reactivity of Cu 73 
and facilitate the adsorption and activation of reactant molecules. Cu has a relatively low 74 
ionization energy and a high electron affinity, which allows it to readily interact with 75 
electrons in the ZnO substrate and promote the formation of chemisorbed states. These 76 
chemisorbed states can then participate in the hydrogenation reaction. On the other 77 
hand, Beltrán et al. (2000) investigated the interaction modes of the Cu atom on ZnO 78 
(101�0) surface, and they found that full coverage of Cu atoms on O positions on ZnO 79 
(101�0), is slightly more energetically favourable than the full coverage over Zn atoms 80 
[21]. Furthermore Dai et al. (2008) investigated the formation of Cu-ZnO interactions and 81 
found that the most favored structures for Cu/ZnO(0001) system are FCC and HCP hol- 82 
low sites in term of Cu adsorption, but they didn’t define the charge states of Cu on ZnO 83 
surfaces [22]. Many literature studies show that Cu doping into polar terminated ZnO 84 
crystals can enhance its physical, chemical and optical properties that affect related ap- 85 
plications, but not stability and charge states of and Cu adsorptions on ZnO(111), 86 
ZnO(0001) and ZnO(0001�) surfaces [23, 24]. In addition, there are extensive theoretical 87 
studies on the electronic description of ZnO surfaces and different molecular adsorption 88 
on those surfaces such as O, N and Ni but not Cu [25–27]. However, there’s still no satis- 89 
factory explanation for the stability of which is the key point to understand the produc- 90 
tion of methanol through Cu/ZnO-based catalyst. 91 

This work presents a theoretical study on copper adsorption on ZnO surfaces using 92 
DFT calculations. We aim to identify the most stable Cu adsorption sites and elucidate 93 
the underlying factors influencing the Cu-ZnO interaction. DFT with Hubbard U correc- 94 
tion was employed to calculate the adsorption energy on bridge, hollow, top of Zn and 95 
top of O sites of Cu on ZnO(0001), ZnO(0001�) and ZnO(111) (see figures 1 and 2). An- 96 



  
 

 

other objective is to investigate the charge transfer of copper on ZnO surfaces by using 97 
projected density of state (PDOS) and the Bader charge analysis to define the charge 98 
state of Cu on ZnO(111) and ZnO(0001) on both zinc and oxygen terminated surfaces. 99 
Additionally, we investigated the vibration frequencies for the most stable systems via 100 
phonon Inelastic Neutron Spectroscopy (INS) to define the types of vibrations modes on 101 
those systems. We believe those observations will be important to better understanding 102 
of working principle of Cu/ZnO metal interface and will pave the way for the rational 103 
design of improved catalysts for various technological applications including catalytic 104 
hydrogenation to hydrocarbons.  105 

2. Computational Methods 106 
2.1. Adsorption energy  107 

We applied density functional theory (DFT) plane-wave calculations with Hubbard 108 
correction (+U) as implemented in ABINIT [28–30] with the projector augmented wave 109 
(PAW) method. The generalized gradient approximation (GGA) with (RPBE) functional 110 
exchange-correlation functional was used. According to previous studies, RPBE is a 111 
more accurate functional than PBE or PBEsol for modelling the Cu/ZnO system [38–41]. 112 
For the study of Cu adsorption on ZnO surfaces, we employed slab model with 4 × 4 113 
surface unit cell consisting of 7 layers and a vacuum layer of 15 Å separating the slabs. 114 
This vacuum thickness was chosen based on previous studies of similar systems [42-45] 115 
where negligible phonon-phonon interactions were observed. The top four layers of 116 
ZnO bilayers and the adatom H and Cu are allowed to relax while the bottom three bi- 117 
layers of ZnO are fixed at their bulk positions to imitate the bulk substrate. In addition, 118 
the calculations were carried out using the Brillouim zone sampled with (2×2×1) Monk- 119 
horst–Pack mesh k-point grids with a cutoff energy of 475 eV, which allows for conver- 120 
gence to 0.01 eV in the total energy. Because regular DFT methods are unable to describe 121 
the localization orbitals of the ZnO 3d10 orbital, DFT with the Hubbard U term (DFT + 122 
U) was applied for accurate calculations of electronic structures. In particular, a Hub- 123 
bard U values used for this study are Ud,Zn = 10 eV, Up,O = 7 eV, and Ud,Cu = 3 eV [38– 124 
41]. After the structures of studied systems were optimized (see table 1 for lattice con- 125 
stants), we have model them with atomic Cu on different sites including top of Zn, top 126 
of O, hollow and bridge sites. Then, the adsorption energy was calculated by using the 127 
formula below (equation 1): 128 

𝐸𝐸𝑎𝑎𝑎𝑎𝑎𝑎 = 𝐸𝐸𝑎𝑎𝑎𝑎𝑎𝑎/𝑠𝑠𝑠𝑠𝑠𝑠
𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇 − 𝐸𝐸𝑠𝑠𝑠𝑠𝑠𝑠𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇 − 𝐸𝐸𝐶𝐶𝐶𝐶𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇    (1) 129 

where 𝐸𝐸𝑎𝑎𝑎𝑎𝑎𝑎/𝑠𝑠𝑠𝑠𝑠𝑠
𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇  is the total energy of the optimized adsorbate Cu interacting with 130 

the slab, 𝐸𝐸𝑠𝑠𝑠𝑠𝑠𝑠𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇is the total energy of optimized slab; and 𝐸𝐸𝐶𝐶𝑢𝑢𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇  is the total energy of the 131 
optimized adsorbate [46-49]. 132 

2.2. Phonon inelastic neutron scattering (INS) 133 
In terms of vibrational normal modes, phonon frequencies were computed through 134 

ABINIT software with finite differences methods and Gamma point of (0,0,0) in each 135 
system. Phonon calculation was weighted with the neutron scattering cross sections in- 136 
cluded with ab-initio interpretation of Inelastic Neutron Scattering Spectroscopy 137 
(AbINS) package in the Mantid software to obtain the spectra [30]. 138 

The general steps of AbINS calculation includes using the atomic displacements 139 
and frequencies obtained from DFT vibrational calculations and, then the software will 140 
calculate a discrete S(Q, E) (scattering function) using a semi-empirical powder averag- 141 
ing model. AbINS produces S(Q, E) in scaled units which are related to the correct units 142 
barn/cm−1 by a linear factor for wavevectors of the incident neutron ki and scattered neu- 143 
tron kf. With ABINIT data, AbINS uses the values of atomic masses read directly from 144 
the phonon file. The resulting scattering is defined as partial differential scattering cross 145 
section in which the number of neutrons scattered 𝑑𝑑2σ per second into the small solid 146 
angle ∆Ω with final energy between E  '  and (E  '  + dE  ' ) (equation 2). The partial differen- 147 



  
 

 

tial scattering cross section is directly proportional to the scattering function S(Q,E) 148 
[30,36]. 149 

                 
𝑑𝑑2σ

    𝑑𝑑Ω𝑑𝑑𝑑𝑑′     
= 𝑘𝑘𝑓𝑓

𝑘𝑘𝑖𝑖
𝑆𝑆(𝑄𝑄,𝐸𝐸)                           (2) 150 

2.3. Density of state (DOS) 151 
The density of states (DOS) in solid state physics is the measure of number of states 152 

available for electron to occupy. The DOS is generally calculated by using first principal 153 
methods such as DFT and experimentally using techniques such as photoemission spec- 154 
troscopy and scanning tunnelling microscopy. The DOS can group very large number of 155 
states (levels) at given energy interval as defined in equation (3) below [31]: 156 

     DOS(E) dE = number of levels between E and E+dE   (3) 157 
Where E+dE is the number of states in energy range. The DOS can be defined as the 158 

number of electron states per unit volume when we modelled the energy of conduction 159 
electrons in a metal as trapped in 3D infinite square well. The expression of the number 160 
of electron states (Ns) per unit volume is defined below (equation 4): 161 

                                 
𝑁𝑁𝑠𝑠
𝐿𝐿3

 = 
8𝜋𝜋
3ℎ3

(2𝑚𝑚𝑚𝑚)
3
2              (4) 162 

Here, the number of electrons states (Ns) up to a threshold energy (E), m is the mass 163 
of electron and (L) is the size of 3D infinite square well. We can find the volume of the 164 
sphere in quantum number by calculating number of electrons states up to a threshold 165 
energy. Hence, taking the derivatives of the number of states per unit volume in equa- 166 
tion 4 will gives the number of states per unit volume per unit energy [32], which is 167 
called density of state DOS as shown below (equation 5): 168 

                                         Ds(E) = 
𝑑𝑑𝑁𝑁𝑠𝑠
𝐿𝐿3

𝑑𝑑𝑑𝑑
 = 
8𝜋𝜋
ℎ3
𝑚𝑚

3
2√2𝐸𝐸            (5)   169 

The shape of the DOS graph is determined by the material's electronic structure and 170 
the temperature at which it is being measured [31, 33]. The Fermi energy on the DOS in- 171 
dicates state occupation where states below the Fermi energy will be occupied at zero 172 
temperature (T=0 k) but, states above that will be unoccupied. The total integral of DOS 173 
up to the Fermi level is known as the total number of occupied molecular orbitals [31].  174 

The PDOS is the number of available number of state that electron can occupy pro- 175 
jecting on the atomic orbitals (s,p,d,f) at specific energy. The PDOS curve give indication 176 
of biggest share for the specific shell (s,p,d,f) and orbital for particular atom. Generally, 177 
the PDOS gives information about the different contributions of the different orbitals 178 
that computed to then know which states (s,p,d,f) contribution at specific energy.  179 

2.4. Bader charge analysis 180 
Previous studies from literature have suggested that there might be a correlation 181 

between the adsorption energy (i.e., stability of the system) and the amount of charge 182 
exchanged [34–38]. This is because the amount of charge exchanged affects the electro- 183 
static interactions between the adsorbate and the surface. Hence, Bader charges were 184 
calculated by using the scheme proposed by Henkelman et al. to measure the amount of 185 
charge exchanged is measured by the Bader charge analysis [50, 51]. Bader charge analy- 186 
sis is a method for partitioning the electronic charge density of a molecule or solid into 187 
atomic basins [50]. It was developed by Richard Bader in the 1960s. The basic idea of Ba- 188 
der charge analysis is to define an atom as a region of space where the electronic charge 189 
density is a minimum perpendicular to the surface. This surface is called a zero-flux sur- 190 
face and the charge enclosed within a zero-flux surface is called the Bader charge of the 191 
atom [51]. The Bader charge analysis is a non-empirical method, which means that it 192 
does not rely on any adjustable parameters. This makes it a reliable way to calculate the 193 
charge distribution in molecules and solids. Bader charge analysis has been used to 194 
study a wide variety of systems, including molecules, solids, and surfaces. It has been 195 



  
 

 

used to investigate the nature of chemical bonding, the distribution of charge in materi- 196 
als, and the reactivity of molecules. 197 

 198 
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Figure 1. The fully optimized structures of Hollow site → Bridge site for both a) ZnO(0001) (Zn- 217 
terminated) and b) ZnO(0001�) (O-terminated). The exposed surface including the adsorbed mole- 218 
cule is shown in ball and stick form, and the rest of the model is represented in the CPK form 219 
(Zinc is represented in yale blue, Oxygen in red and Copper in punch pink). 220 
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 231 

Figure 2. Top view of the ZnO(0001) (Zn-terminated) surface, indicating the studied-symmetry 232 
adsorption sites: Bridge, Hollow, and On-top sites. Red and Blue balls represent O and Zn atoms, 233 
respectively. 234 

 235 

Table 1. shows the Lattice constants of wurtzite ZnO and zinc blend ZnO. 236 

 

 Wurtzite ZnO Zinc Blend ZnO 

Lattice constant   a (Å) c (Å) a (Å) 

Our results  3.315 5.309 4.241 

GGA  3.283[17] 5.288 4.207[20] 

LDA  3.184[18] 5.156 4.225 [20] 

Experimental  3.250[19] 5.207 4.280[21] 

 237 

3. Results and Discussion 238 
3.1. State-of-the-Art of DFT Work on Cu-ZnO Systems 239 

The presence of ZnO and the formation of Cu-Zn bimetallic sites at the interface are 240 
crucial for enhanced catalytic activity. DFT calculations have helped identify these bime- 241 
tallic sites as the most favorable locations for adsorption. For example, studies suggest 242 
that COOH is a more favorable intermediate compared to formate species on Cu(111) in 243 
the presence of ZnO for methanol synthesis [28, 31]. This highlights how ZnO can act as 244 
a stabilizer for intermediates, promoting their dissociation without poisoning the Cu 245 
surface. There are various theories regarding the precise nature of the Cu-ZnO interac- 246 
tion. Klier et al. proposed the incorporation of interstitial and substitutional sites in the 247 
ZnO phase with three possible valence states (Cu0, Cu+, and Cu2+), while Chinchen et al. 248 
suggested ZnO primarily acts as a support material [52, 53]. Burch et al. emphasized 249 
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ZnO's role as a hydrogen reservoir through spillover mechanisms [53-55]. The choice of 250 
Cu surface can significantly impact catalytic activity. DFT studies found that Cu(111) 251 
exhibits weaker adsorption due to its fully occupied d-orbitals compared to surfaces like 252 
Cu(100) and Cu(110) with more dispersed d-orbitals that can hybridize with adsorbates 253 
[56-57]. Additionally, Cu(110) surfaces have a higher density of step edges and underco- 254 
ordinated sites, providing more reactive sites [58-63]. DFT studies have shown that the 255 
size of Cu and ZnO crystallites, along with the presence of defect states (like oxygen va- 256 
cancies) in ZnO, can influence catalyst performance [64-73]. Smaller crystallites offer a 257 
higher density of active sites and a larger surface area. Defect states can modify the elec- 258 
tronic properties of the catalyst and facilitate electron transfer between Cu and ZnO, en- 259 
hancing reactivity. Depositing ZnO on Cu surfaces can significantly improve catalytic 260 
activity. For example, studies show that ZnO on Cu(111) increases methanol synthesis 261 
reaction rates compared to Cu(110) due to the higher concentration of corner and edge 262 
atoms on Cu(111), these sites offer more reactive locations for species adsorption [45-50, 263 
74]. The adsorption calculations below explore the most stable adsorption sites for Cu on 264 
various ZnO surfaces (Zn- and O-terminated). This detailed analysis can provide valua- 265 
ble insights into the dependence of catalyst activity on surface properties. The Hubbard 266 
U corrections were used to account for the partially filled d-orbitals of Cu and to im- 267 
prove the accuracy of calculated adsorption energies. 268 

 269 
3.2. Cu adsorption on ZnO(0001) (Zn-terminated) and ZnO(000𝟏𝟏�) (O-terminated) surfaces  270 

The calculated lattice constants for unit cell of both zinc blend and wurtzite ZnO 271 
shows good agreement with previous experimental and theoretical results. In the calcu- 272 
lations below, the optimized structures with obtained lattice constants were used for 273 
both zinc blend and wurtzite ZnO. Previous studies found that ZnO prevents agglomer- 274 
ation of Cu particles, that leads to the large Cu surface area needed for industrial appli- 275 
cations [22, 41–46]. Therefore, we examined the stability of systems with atomic Cu atom 276 
adsorbed on different sites (Hollow, Bridge, Top of Zn, and Top of O) for both O- 277 
terminated and Zn-terminated ZnO(0001) and ZnO(111) as shown in table 2. In the case 278 
of the most stable site of Cu on O-terminated ZnO(0001�), the initial site of hollow that 279 
optimized into bridge site shows the lowest adsorption energy (i.e. most stable system) 280 
with adsorption energy of -3.206 eV. This site was also the most stable in contrast to oth- 281 
er Cu/ZnO(0001) (Zn-terminated) systems. We suggest this occurs because it has the 282 
most favorable electronic and structural interactions between the Cu atom and the ZnO 283 
substrate compared to other systems. In the hollow site, the Cu atom is located in the 284 
center of a six-membered ring of oxygen atoms. This arrangement allows the Cu atom to 285 
form strong bonds with the oxygen atoms, which provides a stable foundation for the 286 
Cu atom. Additionally, the Cu atom is occupying a position that allows it to interact 287 
with the dangling bonds of the ZnO substrate. When we consider most stable Cu ad- 288 
sorption on different sites of ZnO(0001) (Zn-terminated) surfaces, we found that the Cu 289 
adsorption located on the initial Bridge site (1.2 Å) shifted into Top of Zn site (1.917 Å) 290 
with adsorption energy of -2.504 eV. This result is consistent with the finding by Dai et 291 
al. (2008) who found that formation energy of Cu on FCC-Hollow site is -2.54 eV [22] 292 
which appears to be more favorable than other sites. Similarly, Cu atom that lactated on 293 
Hollow site of ZnO(0001) (Zn-terminated) is the most stable system and the appears to 294 
be more favorable than other sites. However, the Cu atom located on top of Zn remains 295 
on the same site upon relaxation which also shows the highest adsorption energy com- 296 
paring to other sites in ZnO(0001) (Zn-terminated) surfaces with adsorption energies of - 297 
2.267 and -2.354 eV for  top of Zn and top of O respectively.  298 

On the other hand, the Cu on Top of Zn site on ZnO(0001�) (O-terminated) shows 299 
the highest adsorption energy with -2.136 eV and the Cu atoms remain in the same posi- 300 
tion upon the relaxation (1.200 Å to 2.064 Å). The Cu atom donates its electrons to the 301 
ZnO surface, which creates a negative state of charge on the surface and a positive state 302 



  
 

 

of charge on the Cu atom. This charge transfer lowers the energy of the system, making 303 
it more stable. The Cu atoms remain in the same position upon the relaxation because 304 
they are strongly bonded to the ZnO surface. The relaxation process only changes the 305 
positions of the atoms that are not strongly bonded to the surface. Additionally, the Cu 306 
atom is located in a position that allows it to interact with the dangling bonds of the ZnO 307 
substrate. Similarly, the Cu atom on Top of O remains on top of O atom upon the relaxa- 308 
tions where the distance between the Cu and O atoms is 1.821 Å. However, the shorter 309 
length of Cu bond to O (1.821 Å) compared to length of Cu bond to Zn (2.064 Å) for O- 310 
terminated ZnO(0001) is further indicates that the interaction of Cu to bond O is strong- 311 
er than that of Cu-Zn bond. Oxygen is more electronegative than Zn, meaning that it has 312 
a stronger attraction for electrons. This means that the Cu-O bond will be more polar 313 
than the Cu-Zn bond, with more electron density being donated to the oxygen atom. 314 
This results in a stronger bond between the Cu atom and the oxygen atom. This was 315 
similar to the DFT study conclusion by both Chen et al. (2019) and Beltrán et al. (2001) 316 
who investigated the formation of Cu-ZnO interactions by placing one Cu atom on Top 317 
of the Zn atom and O atom on the ZnO surface [21, 30].  318 

The Bader charge analysis for most stable system of O-terminated ZnO(0001�) shows 319 
that the Cu atom donates electrons to the Zn atom, which makes the Zn atom less nega- 320 
tively charged as shown on table 3. The amount of charge transferred from the Cu atom 321 
to the Zn atom is 0.061 |e| electrons. This is the difference between the Bader net charg- 322 
es of the Zn atom in ZnO(0001�) (O-terminated) and the O atom in Cu/ ZnO(0001�) (O- 323 
terminated). The Bader net charge of the Cu atom on Cu/ZnO(0001) (O-terminated) on 324 
hollow site is 0.186 |e|. This means that the Cu atom has a net positive state of charge of 325 
0.186 electrons. This positive state of charge is due to the loss of electrons to the O atoms 326 
in the ZnO surface. 327 

In the case of the most stable system of Cu/ZnO(0001) (Zn-terminated) system, the 328 
Bader net charge of O is 1.185 |e| and the Bader net charge of Cu is -0.292 |e| (See table 329 
3). This means that the O atom has gained electrons from the Cu atom, while the Cu at- 330 
om has lost electrons to the O atom. This charge transfer is due to the difference in elec- 331 
tronegativity between Cu and O. Cu is more electronegative than Zn, so it has a stronger 332 
attraction for electrons. This means that the Cu atom will tend to take electrons away 333 
from the Zn atom, resulting in a positive state of charge on the Cu atom and a negative 334 
state of charge on the O atom. The Bader net charge of Zn on ZnO(0001) (Zn-terminated) 335 
system is 0.953 |e|. This is lower than the Bader net charge of O atom on Cu/ZnO(0001) 336 
(Zn-terminated) system, which is 1.185 |e|. This difference is also due to the charge 337 
transfer from Cu atom to O atom. The Cu atom takes electrons away from the O atom, 338 
which leaves the Zn atom with a lower net charge. This means that there is indeed elec- 339 
tron transfer from Cu to O in Cu-ZnO systems. Copper tends to lose an electron (be- 340 
comes more positive), while oxygen can gain one (becomes more negative). 341 

 342 

Table 2. Shows the adsorption energy (eV) of atomic Cu on Cu/ZnO(0001) (Zn-terminated), Cu 343 
/ZnO(0001�) (O-terminated), and Cu/ZnO(111). 344 

 

                                CuOptimized site  Final Bond length 
(ℓ) (Å)  

Adsorption energy 
(eV) 

on Cu/ZnO(0001)  
Cu/ZnO(0001) (Zn-terminated) and Cu /ZnO(000𝟏𝟏�) (O-terminated) 

O-terminated CuHolI-Bdg ℓCu-O  1.949 -3.206 



  
 

 

Zn-terminated CuHolI-Bdg ℓCu-Zn 1.918 -2.503 

O-terminated CuOTop ℓCu-O 1.821 -2.590 

Zn-terminated CuOTop  ℓCu-O 2.774 -2.354 

O-terminated CuZnTop  ℓCu-Zn 2.064 -2.136 

Zn-terminated CuZnTop  ℓCu-Zn 2.301 -2.267 

O-terminated CuBdg-Holl ℓCu-O 2.062 -3.163 

Zn-terminated CuBdg-ZnTop  ℓCu-Zn 1.917 -2.504 

Cu/ZnO(111)  

 CuHoll-Holl   -3.640 

 CuOTop-Holl   -3.102 

 CuZnTop-Holl   -3.016 

 CuZnBdg-Holl   -3.321 

 345 

Table 3. shows the Bader Charger analysis of most stable site on Zn interacting on Cu/ZnO(0001) 346 
(Zn-terminated) and O interacting on Cu/ZnO(0001�) (O-terminated). 347 

 
System site Bader net Charges (e) Adsorption energy 

(eV) O Cu 
ZnO(0001) (Zn-terminated)  0.953 - - 

Cu/ZnO(0001) (Zn-terminated) CuBdg-ZnTop 1.185 -0.292 -2.504 
  Zn Cu  

ZnO(000𝟏𝟏�) (O-terminated)  -1.249   
Cu/ ZnO(000𝟏𝟏�) (O-terminated) CuHolI-Bdg -1.231 0.186 -3.206 

ZnO(111)  -1.227   
Cu/ZnO(111) CuHoll -1.209 0.164 -3.640 

 348 

3.3. Cu adsorption on ZnO(111) surface 349 
It is known that the ZnO(111) surface is the most stable surface comparing to other 350 

ZnO surfaces as it has the lowest surface energy [48,52]. The reason behind this stability 351 
of ZnO(111) is the hexagonal structure in which each atom is bonded to three other at- 352 
oms either oxygen or zinc atom in the bulk [49, 52–56]. In term of the Cu adsorption on 353 
different sites of ZnO(111), it was found that the Cu adsorption on hollow site remain in 354 
the same site upon relaxation. The hollow site is the most stable system comparing to 355 
other sites on ZnO(111) with adsorption energy -3.640 eV which mean it’s energetically 356 
favorable, in contrast to other sites (see table 2). The adsorbed Cu atom in the hollow site 357 
can form strong bonds with the six Zn atoms in the site. These bonds are delocalized 358 
over the six Zn atoms, which makes them even stronger. According to table 2, the Cu 359 
adsorption on wurtzite ZnO surfaces shows higher stability compared to zinc blend 360 
ZnO surfaces because of higher sharing of electrons within wurtzite ZnO and higher 361 
ability to transfer charge from the Cu to wurtzite ZnO. Another reason is that wurtzite 362 



  
 

 

structure has a larger band gap, which make it more difficult for the Cu atom to lose 363 
electrons [54–56].  364 

In order to achieve a better understanding of Cu behavior and to support our find- 365 
ing, we employed Bader charge on hollow site as shown in table 3. The Bader net charge 366 
of the Cu atom is 0.164 |e| which signifies that the Cu atom has a net positive charge of 367 
0.164 |e| electrons. This positive state of charge is due to the loss of electrons to the O 368 
atoms in the ZnO surface. The difference in the Bader net charges of the O atom of ZnO 369 
surface and the O atom of Cu/ZnO(111) system is 0.018 |e|. This means that the O atom 370 
in Cu/ZnO(111) has 0.018 |e| electrons less than the O atom in ZnO(111). This difference 371 
in charge is due to the presence of the Cu atom. It is known that Cu atom have a lower 372 
electronegativity than O atom which means that the Cu atom attracts electrons weaker 373 
than the oxygen atom. When the Cu atom is adsorbed on the ZnO surface, it donates 374 
electrons to the O atom in the surface. This makes the O atom less negatively charged 375 
and gives the Cu atom a net positive charge. Moreover, the amount of charge transferred 376 
from the Cu atom to the O atom is 0.018 |e| electrons. This is the difference between the 377 
Bader net charges of the O atom in ZnO(111) surface and the O atom in Cu/ZnO(111) 378 
system. The positive value (0.018 |e|) signifies a transfer of electronic charge from the 379 
Cu atom to the O atom. This suggests that Cu partially loses electrons, developing a 380 
slight positive charge, while the O atom gains electrons, acquiring a slight negative 381 
charge. This electronic transfer points towards a partially ionic character in the Cu-O 382 
bond.  While some covalent bonding might exist due to orbital overlap, the charge trans- 383 
fer indicates a degree of electrostatic attraction between the positively charged Cu and 384 
the negatively charged O atom. The redistribution of electrons can influence the materi- 385 
al's electronic properties. The loss of electrons from Cu might affect its catalytic activity, 386 
while the gain of electrons by O atoms could modify their reactivity towards other ad- 387 
sorbates. 388 

3.4. PDOS analysis  389 
To better understand the origin of adsorption properties, we analyze the projected 390 

density of state (PDOS) of the most stable site which is the adsorbed Cu on bridge site of 391 
ZnO(0001� ) (O-terminated) with adsorption energy of -3.206 eV comparing to other 392 
ZnO(0001) surfaces. On analyzing partial density of states (PDOS) we found significant 393 
overlap between Cu s (u) and Zn p (u) orbitals at -4.5 eV (see figure 3). This overlapping 394 
is due to the fact that these orbitals have different symmetries, and it reveals why the 395 
adsorption energy of Cu atom on ZnO(0001�) (O-terminated) is low and stability of the 396 
system is high as the electrons are transferred from the Cu s orbital to the Zn p orbital. 397 
This transfer of electrons creates a negative state of charge on the Cu atom and a positive 398 
state of charge on the Zn atom. The electrostatic attraction between these opposite 399 
charges holds the Cu atom to the ZnO surface. Hence, the strong bonding between Cu 400 
and ZnO is responsible for the high activity of Cu/ZnO system as the Cu s (u) orbital is 401 
the most reactive orbital, and it is also the most exposed to the surface. The symmetry of 402 
the PDOS for Cu s (u) and Cu s (d) orbitals is determined by the symmetry of the orbit- 403 
als themselves and the symmetry of the crystal lattice as shown in figure 4. The Cu s (u) 404 
orbital is a spherically symmetric orbital, which means that it has the same shape in all 405 
directions. The Cu s (d) orbitals are dumbbell-shaped orbitals, which means that they 406 
have a donut-shaped cross section.  407 

The analyzing partial density of states (PDOS) for most stable site on ZnO(111) 408 
which is the optimized hollow site of Cu on ZnO(111) shows overlapping between the 409 
Cu s (u) and Zn p (u) orbitals at energy level of -7 eV with adsorption energy -3.640 eV 410 
(see Figure 5). This overlap is responsible for the strong bonding between the Cu atom 411 
and the ZnO surface. The Cu s (u) orbital is the outermost orbital of the Cu atom, and it 412 
is responsible for the bonding between the Cu atom and the ZnO surface. The Zn p (u) 413 
orbital is also exposed to the surface, and it has the same symmetry as the Cu s (u) or- 414 
bital. This results in a strong overlap between the two orbitals, which leads to a strong 415 



  
 

 

bonding and high stability of Cu on ZnO(111) surface. This is essential for the reaction 416 
mechanism that can be used to design better catalysts by tuning the bonding characteris- 417 
tics of the Cu/ZnO catalyst. Therefore, hollow site for Cu adsorption on ZnO(111) is the 418 
most favorable site for Cu adsorption.  419 

3.5. Phono Inelastic Neutron Scattering (INS) analysis 420 
The computed phonon INS spectrum for atomic Cu adsorbed on the optimized 421 

bridge site of ZnO(0001�) (O-terminated) system shows peak of Cu-Zn stretching mode at 422 
energy transfer (frequency) of 620 (eV) (see Figure 6). This peak corresponds to the 423 
stretching vibration of the Cu-Zn bonds and it is similar to the reported mode through 424 
Raman scattering spectra by Tan et al. (2016) [32]. The wavenumber of the Cu-Zn 425 
stretching mode is affected by the bonding environment of the Cu-Zn bonds. In the 426 
bridge site, the Cu atom is bonded to two Zn atoms and two O atoms. This bonding en- 427 
vironment is different from the bonding environment of the Cu atom in the bulk ZnO 428 
crystal, where the Cu atom is bonded to four O atoms. The different bonding environ- 429 
ment in the bridge site results in a shift in the wavenumber of the Cu-Zn stretching 430 
mode to lower wavenumbers. This shift is due to the increased electronegativity of the O 431 
atoms compared to the Zn atoms. The O atoms pull electron density away from the Cu 432 
atom, which weakens the Cu-Zn bond and lowers the wavenumber of the stretching 433 
mode. It is worth to mention that the ZnO(0001�) (O-terminated) system atoms were 434 
fixed except the atomic Cu bounded with Zn atom during first-principle phonon calcula- 435 
tions. 436 

We observed a Cu-Zn stretching vibration with a relatively high intensity peak 437 
(value of 0.6). This peak indicates a strong interaction between Cu and Zn atoms. The 438 
presence of hydrogen atoms can weaken the Cu-Zn bond. This weakening effect likely 439 
arises from hydrogen donating electrons to the Cu atom. While the observed peak inten- 440 
sity suggests a significant Cu-Zn interaction even with hydrogen present, a weaker bond 441 
could influence the overall behavior of Cu atoms in the system. A weaker Cu-Zn bond 442 
could influence the catalytic activity and material properties of the Cu/ZnO composite in 443 
several ways. The altered electronic environment around Cu due to a weaker bond 444 
could influence the preferred reaction pathway. This might lead to changes in the selec- 445 
tivity of the catalyst towards different products. A weaker bond might lead to a decrease 446 
in the overall mechanical strength of the material. This could be a concern for applica- 447 
tions requiring durability. Depending on the specific electronic structure changes, a 448 
weaker Cu-Zn bond could influence the electrical conductivity of the material. This 449 
could be relevant for applications where electrical properties play a role. 450 

 451 
 452 
 453 
 454 
 455 
 456 
 457 
 458 
 459 
 460 
 461 
 462 
 463 
 464 
 465 
 466 

 467 



  
 

 

 468 
 469 
 470 
 471 
 472 
 473 
 474 
 475 
 476 
 477 
 478 
 479 
 480 
 481 
 482 
 483 
 484 
 485 

Figure 3. PDOS for the Zn d (u), Zn d (d), Cu s (u) and Cu s (d) on bridge site of Cu/ ZnO(0001�) 486 
(O-terminated) system, the energy is relative to Ef. 487 
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Figure 4. PDOS for Cu s (u) and Cu s (d) orbitals of Cu on bridge site of Cu/ZnO(0001�) (O- 506 
terminated) system, the energy is relative to Ef. 507 
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 511 

Figure 5. PDOS on the Zn d (u), Zn p (u), Zn s (u) and Cu s (u) on hollow site of Cu on ZnO(111) 512 
system, the energy is relative to Ef. 513 

 514 

Figure 6. Shows phonon INS for atomic Cu on bridge site of Cu/ZnO(0001�) (O-terminated) system. 515 
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 518 

4. Conclusion  519 
In this study, we employed density functional theory calculations to investigate the 520 

adsorption of Cu on different sites of ZnO(111), ZnO(0001) and ZnO(0001�) surfaces. We 521 
used PDOS and the Bader charge analysis to define the charge state of Cu on ZnO(111) 522 
and ZnO(0001) on both zinc and oxygen terminated surfaces. It was found that opti- 523 
mized Cu atom on bridge site of ZnO(0001�) (O-terminated) is the most stable system, 524 
and it appears to be more favorable than other sites on both ZnO(0001) and ZnO(0001�) 525 
surfaces. The PDOS shows significant overlap between Cu s (u) and Zn p (u) orbitals at - 526 
4.5 eV because these orbitals have different symmetries as the electrons are transferred 527 
from the Cu s orbital to the Zn p orbital. The Bader charge analysis for most stable sys- 528 
tem of O-terminated ZnO(0001�) shows that the Cu atom donates electrons to the Zn at- 529 
om, which makes the Zn atom less negatively charged. However, we found that the hol- 530 
low site of ZnO(111) is the most stable and favored site for Cu adsorption comparing to 531 
all studied surfaces of both wurtzite ZnO and zinc blend ZnO. This means that hollow 532 
site for Cu adsorption on ZnO(111) is the most favorable site for Cu adsorption. 533 

These findings have important implications for the development of highly efficient 534 
CO2 hydrogenation catalysts, as they suggest that the incorporation of Cu into ZnO 535 
supports could lead to improved catalytic activity and selectivity. Future studies should 536 
aim to investigate the adsorption and activation of CO2 and H2 molecules on identified 537 
Cu sites using DFT will elucidate the reaction mechanism for CO2 hydrogenation on 538 
these catalyst. Further studies are needed to investigate the catalytic activity of Cu/ZnO 539 
under realistic reaction conditions, such as those employed in industrial settings (e.g., 540 
220-330 °C, 50-100 bar, H2:CO2 ratio of 3:1). Additionally, employing larger Cu clusters 541 
and more complex dispersion models in future INS studies would provide a more accu- 542 
rate representation of the active sites in real catalysts. 543 
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